
Wideband Audio for Clear and Intelligible 
9RLFH�3DJLQJ�DQG�1RWL¿FDWLRQ�
The Algo 8186 SIP Horn Speaker features dual SIP 
H[WHQVLRQV�IRU�YRLFH�SDJLQJ�DQG�QRWL¿FDWLRQ�FDSDELOLW\��
2QH�RU�ERWK�H[WHQVLRQV�FDQ�EH�UHJLVWHUHG�ZLWK�DQ\�
premise or hosted Communication Server supporting 
�UG�SDUW\�6,3�HQGSRLQWV�

:LGHEDQG�*�����FRGHF�VXSSRUW�SURYLGHV�RSWLPXP�
VSHHFK�FODULW\�DQG�LQWHOOLJLELOLW\�LQ�DQ�+'�9RLFH�
HQYLURQPHQW��9RLFH�SDJLQJ�DQG�QRWL¿FDWLRQ�
DQQRXQFHPHQWV�DUH�HDVLHU�WR�XQGHUVWDQG��SDUWLFXODUO\�LQ�
QRLV\�HQYLURQPHQWV�

Scalable and cost effective, the 8186 multicast 
FDSDELOLW\�DOORZV�D�6,3�UHJLVWHUHG�VSHDNHU�WR�
VLPXOWDQHRXVO\�VWUHDP�DXGLR�WR�DGGLWLRQDO�VSHDNHUV��ZKLOH�
DFWLYHO\�YRLFH�SDJLQJ�RU�SOD\LQJ�D�:$9�¿OH�IURP�PHPRU\��
1R�DGGLWLRQDO�6,3�OLFHQFHV�RU�SDJLQJ�VHUYHU�DUH�UHTXLUHG�

The integrated microphone enables talkback and listens 
IRU�DPELHQW�QRLVH�WR�DXWRPDWLFDOO\�LQFUHDVH�VSHDNHU�
YROXPH�ZKHQ�QHFHVVDU\��$Q�DX[LOLDU\�LQSXW�DOORZV�DQ�
optional wall button to initiate a SIP call or generate 
DQ�DQQRXQFHPHQW��

The 8186 SIP Horn Speaker is weatherproof and suitable 
IRU�ERWK�LQGRRU�DQG�RXWGRRU�ORFDWLRQV�ZKHQ�SURSHUO\�
LQVWDOOHG��2QFH�GHSOR\HG��WKH������LV�HDVLO\�PDQDJHG�
using an intuitive web interface and supports auto-
SURYLVLRQLQJ�IRU�PLQLPDO�WRXFK�FRQ¿JXUDWLRQ�
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Advance Information



Ultimate Flexibility: Three axis rotation for widest range of 
YHUWLFDO�DQG�KRUL]RQWDO�DGMXVWPHQWV���ZDOO�RU�FHLOLQJ�PRXQW��6XLWDEOH�
IRU�RXWGRRU�DQG�ZHW�HQYLURQPHQWV�ZKHQ�SURSHUO\�LQVWDOOHG�ZLWK�
LQFOXGHG�PRXQWLQJ�JDVNHWV�

6SHFL¿FDWLRQV�
Power Input: ���9�3R(�,(((������DI�&ODVV���

�0D[������:���,GOH�QRPLQDO����:�

Speaker: 'RXEOH�UH�HQWUDQW�KRUQ�VSHDNHU����

�[������

�
���FP�[�����FP��UHFWDQJXODU�

Audio Codecs: *�����$�ODZ��*�����X�ODZ��*������
3RO\FRP�*URXS�3DJH��2**�9RUELV
�RWKHU�FRGHF�VXSSRUW�DYDLODEOH�RQ�UHTXHVW��

SIP/Multicast: SIP Page, SIP Page & Zoned Multicast
Stream, Zoned Multicast Receive, 
SIP Ring Alert, SIP Ring Alert & 
=RQHG�0XOWLFDVW�6WUHDP�

Server Redundancy: 3ULPDU\��VHFRQGDU\��WHUWLDU\

Processor: Linux OS
$50�&RUWH[�$�����%LW�5,6&�3URFHVVRU

Freq Response: ����±�������+]�������G%��

Sensitivity: 110 G%$��P��:����N+]��

Dispersion Angle: ��+�[���9����N+]���G%�
2ULHQWHG�9HUWLFDOO\���´�WDOO�[�����´�:LGH

Microphone: Electret omnidirectional wideband

Audio Delay: ��WR������PV�VHOHFWDEOH�IRU�V\QFKURQL]DWLRQ

Audio Processing: Filtering, normalization, compression 

Audio Memory: ��*%\WH

Relay Output: 1RUPDOO\�RSHQ�RU�QRUPDOO\�FORVHG�
0D[�UDWLQJ����9����P$�

Relay Input: 1RUPDOO\�RSHQ�RU�QRUPDOO\�FORVHG�GU\�FRQWDFW�
VXSHUYLVLRQ��$OJR������&DOO�%XWWRQ��$OJR������
&DOO�6ZLWFK��(2/�UHVLVWRU�WHUPLQDWLRQ�

&RQ¿JXUDWLRQ�� :HE�LQWHUIDFH��+773�RU�+7736��RU�DXWR�
SURYLVLRQLQJ�VHUYHU�

Provisioning: TFTP, FTP, or HTTP

Supervision: SNMP

NAT: STUN, CRLF Keep Alive

Environmental: ����WR������GHJ�)������WR�����GHJ�&���
IP66 - Suitable for outdoor and wet 
HQYLURQPHQWV�

Dimensions: ����

�[����

�[�����

����FP�[�����FP�[�����FP�

Mounting: Wall, ceiling, or double gang electrical box

Aim Adjustment: Three axis

Weight: ��OE������.J�

Compliance: (1������������,(((�������������5)&������
5R+6��&(��)&&�&ODVV�%��&,635����&ODVV�%��
&,635�����&6$�8/��86$�	�&DQDGD�
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Order Code:
8186���6,3�+RUQ�6SHDNHU�*UD\

Optional Accessories:

���� ����

'&�����%5��������������$OJR�&RPPXQLFDWLRQ�3URGXFWV�/WG��$OO�ULJKWV�UHVHUYHG��$OJR��LV�D�UHJLVWHUHG�WUDGHPDUN�RI�$OJR�&RPPXQLFDWLRQ�3URGXFWV�/WG�
1RWH��6SHFL¿FDWLRQV�DUH�VXEMHFW�WR�FKDQJH�ZLWKRXW�QRWLFH��6RPH�IHDWXUHV�PD\�RQO\�EH�DYDLODEOH�LQ�VSHFL¿F�¿UPZDUH�RU�KDUGZDUH�UHOHDVHV�

8186 SIP Horn Speaker

Multicast for scalability
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